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Federal Communications Commission § 25.258

§§ 25.215–25.249 [Reserved]

§ 25.250 Sharing between NGSO MSS
Feeder links Earth Stations in the
19.3–19.7 GHz and 29.1–29.5 GHz
Bands.

(a) NGSO MSS applicants shall be li-
censed to operate in the 29.1–29.5 GHz
band for Earth-to-space transmissions
and 19.3–19.7 GHz for space-to-Earth
transmissions from feeder link earth
station complexes. A ‘‘feeder link earth
station complex’’ may include up to
three (3) earth station groups, with
each earth station group having up to
four (4) antennas, located within a ra-
dius of 75 km of a given set of geo-
graphic coordinates provided by NGSO–
MSS licensees or applicants.

(b) Licensees of NGSO MSS feeder
link earth stations separated by 800 km
or less are required to coordinate their
operations, see § 25.203. The results of
the coordination shall be reported to
the Commission.

[61 FR 44181, Aug. 28, 1996]

§ 25.251 Special requirements for co-
ordination.

(a) The administrative aspects of the
coordination process are set forth in
§§ 21.100(d) and 21.706 (c) and (d) of this
chapter in the case of coordination of
terrestrial stations with earth sta-
tions, and in § 25.203 in the case of co-
ordination of earth stations with ter-
restrial stations.

(b) The technical aspects of coordina-
tion are based on appendix 28 of the
International Telecommunications
Union Radio Regulations and certain
recommendations of the ITU
Radiocommunication Sector (‘‘ITU–R’’)
(available at the International Bureau
Reference Center, Room 102, 2000 M
Street, NW., Washington, DC 20554.).

[62 FR 5931, Feb. 10, 1997]

§§ 25.252–25.256 [Reserved]

§ 25.257 Special requirements for oper-
ations in the band 29.1–29.25 GHz
between NGSO MSS and LMDS.

(a) Non-geostationary mobile sat-
ellite service (NGSO MSS) operators
shall be licensed to use the 29.1–29.25
GHz band for Earth-to-space trans-
missions from feeder link earth station
complexes. A ‘‘feeder link earth station

complex’’ may include up to three (3)
earth station groups, with each earth
station group having up to four (4) an-
tennas, located within a radius of 75
km of a given set of geographic coordi-
nates provided by a NGSO MSS licens-
ees or applicants pursuant to § 101.147.

(b) A maximum of seven (7) feeder
link earth station complexes in the
contiguous United States, Alaska and
Hawaii may be placed into operation,
in the largest 100 MSAs, in the band
29.1–29.25 GHz in accordance with
§ 25.203 and § 101.147 of this chapter.

(c) One of the NGSO MSS operators
licensed to use the 29.1–29.25 GHz band
may specify geographic coordinates for
a maximum of eight feeder link earth
station complexes that transmit in the
29.1–29.25 GHz band. The other NGSO
MSS operator licensed to use the 29.1–
29.25 GHz band may specify geographic
coordinates for a maximum of two
feeder link earth station complexes
that transmit in the 29.1–29.25 GHz
band.

(d) Additional NGSO MSS operators
may be licensed in this band if the ad-
ditional NGSO MSS operator shows
that its system can share with the ex-
isting NGSO MSS systems.

(e) All NGSO MSS operators shall co-
operate fully and make reasonable ef-
forts to identify mutually acceptable
locations for feeder link earth station
complexes. In this connection, any sin-
gle NGSO MSS operator shall only
identify one feeder link earth station
complex protection zone in each cat-
egory identified in § 101.147(c)(2) of this
chapter until the other NGSO MSS op-
erator has been given an opportunity
to select a location from the same cat-
egory.

[61 FR 44181, Aug. 28, 1996]

§ 25.258 Sharing between NGSO MSS
Feeder links Stations and GSO FSS
services in the 29.25–29.5 GHz
Bands.

(a) Operators of NGSO MSS feeder
link earth stations and GSO FSS earth
stations in the band 29.25 to 29.5 GHz
where both services have a co-primary
allocation shall cooperate fully in
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